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1 INTRODUCTION

OntrolSedonanet Driver is a comprehensive integration tool designed for seamless operation
within the Niagara Framework™.

The Sedona device programming workflow is very similar to Niagara programming and uses the
same concepts such as components, slots, views, wiresheets, property sheets, linking etc. For
engineers trained in Niagara, programming and commissioning Sedona devices should be
straightforward.

This document describes the basics of setting up the programming environment within
workbench and covers basic methods specific to Sedona programming.

2 PREREQUISITES

- N4 Workbench software (or equivalent), version 4.13 or higher
- Basic Niagara programming knowledge, preferably TCP certification.

- ONT-DR-SEDN feature in your license if working with non-Ontrol Sedona devices.
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3 INITIAL SETUP

3.1 REQUIRED FILES

The required files can be downloaded from
www.ontrol.com/sedonadownload. Niagara Driver & Progra

- OntrolSedonanet modules

- Ontrol Sedona Package

- Optionally Ontrol Sedona Tools utility (only needed if you
are going to program Ontrol’s touch-screen controllers via
USB connection)

Niagarn N4

These are delivered as archive (.zip) files and need to be installed
differently. Always use the latest versions and update your system
when new versions are released by Ontrol.

Sedona files & docs

3.1.1 OntrolSedonanet Modules for Niagara N4

Simply unpack the Niagara modules (.jar files) to your Niagara
installation’s modules folder:

{Niagara installation folderf\modules\

For example: C:\Niagara\Niagara-4.14.1.76\modules ORION / R-ION Specific §

The required modules are:

- ontrolSedonanet-rt

- ontrolSedonanet-wb

- ontrolSedonaUi-wb (custom views for some Sedona
components)

- ontrolSedonaOx-wb (only required for graphics programming on Ontrol’s touch-screen
controllers)

Workbench restart may be necessary after copying modules.

3.1.2 Ontrol Sedona Package

This package includes Sedona kit, manifest and platform files. These files need to be copied to
multiple locations. This is normally done using Ontrol Sedona Installer, which is a view of the
SedonaNetwork on a running Niagara station.

Before you can use that, you need to set up a station and add the SedonaNetwork. See below.
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3.2 ADDING A SEDONA NETWORK

A Sedona device is only accessible through a running Niagara station.
- Inan actualinstallation, this can be a station already running on a Jace or a Supervisor.
- To program a device back in the office, you can simply run a temporary station on your

engineering PC. Once a station has been created for this purpose, it can be re-used for
different devices.

The workflow is the same in both setups.

Add a SedonaNetwork, using the standard Driver Manager view. & station (sedonaProg)
The default properties do not normally need to be changed. A Alarm
Before continuing, some Sedona files need to be installed. The < gzmes
running station and workbench both need access to Sedona kit  Drivers
and platform files. Due to security restrictions in N4, these files  niagaraNetwork
need to be copied to multiple locations. Ontrol Sedona Installer € sedonanetwork
makes this easy. © 4pps

0 Files

@ Hierarchy

e History

3.3 USING ONTROL SEDONA INSTALLER

Ontrol Sedona Installeris a  Drivers
custom view of the @ niagaraNetwork
SedonaNetwork component. © sedonanetwork
© Ay Views Ontrol Sedonanet Device Manager

Right-click on SedonaNetwork and
(SR Actions Ontrol Sedonanet Device Ux Manager

select - )
ierar 2
Views -> Ontrol Sedona Installer o . M il it

3.3.1 Initial Installation
In Ontrol Sedona Installer view;
- Choose option: “Install from file”

- Click onthe Open button and select the source file
- Click on the “Install” button at the bottom-right

@ sedona Files Installer
%=!_) Copy sedonafilesto station shared folder/ Sedona home

Select SourceType
> Syncwith Sedona Home folder SourceFile Ontrol Sedona Package 27Mar25.zip |

Click INSTALL button to copy selected files

This will unzip and copy several files from the archive to multiple locations as detailed below.
Station restart may be necessary after installing new Sedona files.
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3.3.2 Sedona file locations

Sedona Home
Sedona files are primarily maintained directly under your main Niagara v T3 Niagara
folder - typically C:\Niagara\sedona. > 77 Niagara-3.8.504

» Miagara-4.11.0.142
» Niagara-4.13.3.48
» MNiagara-4.14.1.76

This location serves as a master repository for Workbench and all
Niagara versions installed in the computer.

» sedona

Daemon User Home

However, a running station cannot access this location due to N4 security restrictions.
Therefore, some required files are also automatically copied by the Sedona Installer to:
{Daemon User Home}\shared\sedona.

(for example C:\ProgramData\Niagara4.13\tridium\shared\sedona)

3.3.3 Syncing from Sedona Home

Note that the second location is version dependent. Therefore, when a new Niagara version is
installed, it will be necessary to run the Sedona Installer view again to copy the files to the new
version’s daemon user home.

But this time, it would be possible to select the second option: “Synch with Sedona home
folder” since the files already exist there. In that case, the Sedona Installer tool doesn’t need a
zip file, but will simply copy the required files from the master Sedona repository (Sedona
home).

Station restart may be necessary after syncing Sedona files from the master Sedona home
folder.

3.3.4 Installing additional Sedona files

After initial installation, newer Sedona files may be received from a manufacturer or
downloaded from their website. Use the Sedona Installer view again to install any additional
files to your system.

The “Install from file” option allows selection of the following types of Sedona files:

- Kitfiles (extension .kit)
- Platform files (named platformManifest.xml) that meet the required format
- Archive files (extension .zip) that meet the required folder structure

Multiple selection of files is possible to batch install a number of files from the same source
folder.

Station restart may be necessary after installing new Sedona files.
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3.4 ADDING DEVICES

In most cases, it should be possible to
discover and add (or match) a Sedona
device on the IP network.

- Double-click on the SedonaNetwork
to open “Ontrol Sedonanet Device
Manager” view.

- Click “Discover” button to discover
connected Sedona devices.

- Selectadiscovered device in the top

pane and click on the “Add” button to

add it to the database (or selecta
previously added device and click on
the “Match” button)

If the device is undiscoverable, it
can still be added using the “New”
button:

The required settings are:

- IP Address

- Port (default 1876)

- Username & password for a
valid admin account on the
device

4% Edit

Name

;SedonaDevice SedonaDevice [ok} true

[ Name
Type

[l status

[ Enabled

- Ip Address

[ Port

» New

Mame Type

@ 5edonaDevice  Sedons Device  [oh}

| . Username And Password

Sedona Devic

Status Enabled IpAddress Port

192.168.1,24( 1876

SedonaDevice
Cannotedit

{ok}

‘ true
192.168.1.240

1376 [-1- 65536]

Username admin

Password ecssscee

OK Cancel

wermme And Pamseued @

Enabled  ip Addre

true 182,368124187%  [admin/..]

B Nane e

N Tyo=

B Status {ok)

M Enabled @

" o Address 152.168.1.240

[ Pont

Laarmame

B Viemame And Password

When device connection is established with no faults, the “Status” column should read “{ok}”

as shown below.

Database

Name Type Exts Status

‘ SedonaDevice SedonaDevice @O {ok} true

ANO043 - RevB

Enabled

Ip Address Port

localhost 1876
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4 SEDONA PROGRAMMING

Once communication is established with a Sedona device, you © orivers
can navigate to: @ niagaraNetwork
6 SedonaNetwork
SedonaNetwork & saionanivie
|-> SedonaDevice © Alarm Source Info
|-> SoxClient (® Time sync
|-> SedonaGateway B soxclient
|_> app . SedonaTools
EI. Sedona Gateway
This “app” node represents the application running on the device. = app
Everything under it (including the “app” component itself) is live O service
updated from the device. All changes you make will be O driver
immediately pushed to the device. 8 e
oXx

TIP: If the “app” node is not visible and you are getting an error,
the device may be marked down. Try right-clicking on the device and selecting Actions > Ping.

4.1 SEDONA COMPONENTS

Sedona components are similar to B sedonaGateway
Niagara components. Therefore, you s
can access the standard Niagara Q service

component views (property sheet, & orionpl

wire sheet etc) and configure logic by SEws Skt S
adding components and linking. Actions iedonadvis Shest
Q dri Property Sheet
But there are differences and O odf - AXslot Sheet
limitations: O ol Relation Sheet

- Sedona component names
are limited to a maximum of 7 characters
- Itis not possible to add dynamic slots. All slots are frozen by component type.
- Itis not possible to add or edit facets.
- Property slots don’t have any status, only a value.
- String type property slots have a predefined length limitation.
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4.2 ADDING COMPONENTS

To add a component to the Wire Sheet
Sedona application; o E

Add sys
- Right-clickona control

folder/component (or an datetime
empty area on a wire- Paste  Ctrl+V  driver »

sheet) and click on the BitsToNumeric

3 ”»
Add” sub menu. ontrolDatetimeStd » CountDown
- Keep expanding the menu ontrolOrion » Dlyonoff

to select first a kit, then a ontrolox b EF
component from the kit. _
- The selected component
will be added to the app.

ontrolSchedule E2|
ontrolTrigger ElectricalAlarm

SOX Enthalpy

Only kits already loaded to the
device are shown. If you need to add a new kit to the device, see the “Manage Kits” tool in
section 5.1.

4.3 LINKING SLOTS

Linking is also done in a similar way to Niagara components, except for the following
limitations.

- Only like slots can be linked. For example, you can’t link a float type slot to an int type
slot.

- Action type slots can’t be linked.

- String or Buf type slots can’t be linked.

4.4 PROPERTY SHEETS

Property Sheetview for Sedona  poperty Sheet

components includes some O logic (sys=Folder

additional information that B meta Grouplll D

may be useful. E] Enthalp ontrolControl:Enthalpy (Enthalp20)
‘. meta Group[t] » “;‘b Sedona Component Id
M inTemp 0.00 c Sedona Kit & Type spec
B ‘nHumidity
M outDewPolint 0.00 ‘’
“l outEnthalpy 0.00
B humidityRatio 0.00
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4.5 REMEMBERTO SAVE!

The changes you make to the Sedona app on the
device are effective immediately, but they may not E.

be committed to permanent memory. Changes b _
could be lost in case of a power interruption to the g il Y Save
device. Remember to save the app: Benate

E‘. Sedona Gateway

quit

- Rightclick on the “app” node

restart
- Select Actions -> Save e Points

5 SEDONATOOLS

Double-click the Sedona Tools node (SedonaDevice -> SoxClient -> SedonaTools) to access a

number of utilities for provisioning/commissioning Sedona devices. This is a view with multiple
tabs. Each tab (Sedona tool) is explained below.

Prog) . Station (sedonaProg) ! Config ! Drivers ! SedonaNetwork ! SedonaDevice ! SoxClient ! SedonaTools

PutApp GetApp ManageKits CleanupFileSystem GetwithFiles Putwith  Files

%) My Network & put App Tool

= :O Install new app on device

g SedonaDevice

o Alarm Source Info SourceFile
© Time sync Select file to start
B SoxClient
[i SedonaTools
. @. Sedona Gateway
g app
) O service

N
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5.1 MANAGE KiTs TooL

This tool is used to manage kits on the device. Kits can be added, removed or updated with
different versions.

The main window will show all kits available on your PC. The kits already present on the
connected device are listed first. The table columns show the version in the device and the
latest version available on the PC:

PutApp GetApp ManageKits CleanupFile System GetwithFiles Putwith Files
Kit Manager Tool
Add, remove, modify kits
Kit Name Installed Latest Action Validation i
O control 12.28 1228 Keepat1.2.28
I datetime 1.2.28 1228 Keepatl.2.28
O driver 1228 1228 Keepat1.2.28
El inet 1.2.28 1228 Keepatl.2.28
=l ontrolControl 1.0.20 (Outofdate) 1.0.22 Keepatl1.0.20
[0 ontrolDatetime 1.0.1 101 Keepat1.0.1
[0 ontrolDatetimestd 1.0.1 1.01  Keepatl.0.1
E ontrolorion 0.0.3 0.0.3 Keep at0.0.3
[El ontrolox 214 214 Keepat2.1.4
[El ontrolPlatform 101 1.01 Keepat1.0.1
[0 ontrolschedule 1.03 1.03 Keep at1.0.3
O ontrolTrigger 1.0.4 104  Keepat1.0.4
[E] env 1998 1778  Keanat1798
[ Jashulidxis g 2:::;::3,:::2?%& g 3::::,0& of Date % ll;:ir::l:de g:::'love
[] copy manifest ice [#] Available
Upgrade all kits to latest version | ‘ Update Kits |
The default action is to keep the existing El inet 1.2.28 12.28 Keepatl2.28
version of a kit on the device. Right-click on =l ontrolControl 1.0.20 (Outof date) 1.0.22 ieanatz 020
any kit to select a different action. It is O ontrolDatetime  1.0.1 g ocradeto 1022
possible to add, remove or change akittoa [ ontrolbstetimestd 1.0 g Upcradetolo2l
different version.  ontrolorion 0.03 00 [
H sntrotos i v Downgrade to 1.0.19

ANO043 - RevB Sedona Programming in Niagara 4
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The symbols on the left column indicate the following information:

@ Required for app: Components from this kit are used in the app running on the
device. Therefore, the kit can’t be removed.

[ Required, Out of Date: Components from this kit are used in the app running on the
device and it can’t be removed. A newer version of the kit is available on the PC.

[1 Unused: The kit is loaded to the device, but not used in the running app. The kit can
be removed.

(]

Unused, Out of Date: The kit is loaded to the device, but not used in the running app.
A newer version of the kit is available on the PC.

Upgrade: An action to upgrade the kit to a newer version has been selected.
Downgrade: An action to downgrade the kit to an older version has been selected.
Add: An action to add the kit to the device has been selected.

Remove: An action to remove the kit from the device has been selected.

B B O OEH =

Available: The kit is available on the PC, but not present on the device. It can be
added.

Not Supported: The kit is not compatible with the connected device and can’t be
loaded.

Clicking the “Update Kits” button on the bottom-right initiates the transfer. The new set of kits is
compiled into a scode binary file (kits.scode) and transferred to the device. If any
incompatibility is detected at this stage, an error message will be displayed.

After the transfer, the device needs to be H soxclient
restarted to run with the new set of kits. This can (ol Kits
be done by power cycling the device. Ll SedonaTools

Alternatively, right-click on “app” node and & SSO0ns Sy
= app

select Actions > Restart _

Actions save

) hibernate

quit
@ roints
O Sched ST

n reboot
i PION

ANO043 - RevB Sedona Programming in Niagara 4 Page10/16
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5.2 GeTArpToOL

Makes a backup of the app on the device.

- Adefault file name is automatically generated, but this can be changed
- The save folder defaults to {NiagaraHome}\sedona\store\apps. This can also be
changed.

PutApp GetApp ManageKits Cleanup File System Getwitl

@ Get App Tool

tO Backup app on device to .saxfile

Save Folder C:\Niagara\sedona\store\apps
FileName  app-ORION-Mini V1-20250514-092249.zip

Click on the GET button at the bottom-right of the view to finish saving the backup.
The saved zip file contains three files:

- application binary (app.sab) as retrieved directly from the device
- scode file (kits.scode) as retrieved directly from the device
- xmlversion of the app (app.xml) generated by the tool

5.3 PuTAprPTOOL

Restores a Sedona app to the device from a backup. This tool will work with backup files of the
following types.

- Standard Sedona application binary (.sab extension)
- Standard Sedona application XML (.xml extension)
- Ontrol Sedona Get App Tool backup (.zip archive)

Once a backup file is selected, the kit management pane is displayed. Here, you can add or
change kits as explained in section 5.1, before compiling and transferring the new app to the
device.

Click the PUT button at the bottom-right to start the restore operation.

The tool will generate and transfer 2 files to the H soxclient
device: app.sab and kits.scode. (ol Kits

Ll SedonaTools
After the transfer, the device needs to be B sedonaGatewsy
restarted. This can be done by power cycling the = a0

device. Alternatively, right-click on “app” node _

and select Actions > Restart Actions save

) hibernate

quit
€D points
O Sched SN

= reboot
i PION =
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5.4 GETWITHFILES TOOL

This tool is available only when working with Ontrol’s touch-screen controllers.

The use is similar to the Get App Tool, but the saved backup file includes image and font files
retrieved from the device.

5.5 PutWITH FILES ToOL

This tool is available only when working with Ontrol’s touch-screen controllers.

The use is similar to the Put App Tool, but image and font files are transferred from the backup
zip file to the device in addition to the app.

5.6 CLEAN UP FILE SYSTEM ToOL

This tool is available only when working with Ontrol’s touch-screen controllers.

Detailed explanation is available in the document “AN042 ORION oxPage Design Guide”. This
tool will first delete all image and font files on the touch-screen device and transfer only the
files required by the current version of the app, thus clearing some memory.
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6 ONTROL SEDONA TOOLS UTILITY

Ontrol Sedona Tools is a small utility that serves a number of functions.

1. Itcan be used independently from Niagara to back up and restore applications to
Sedona devices (with some restrictions). This is particularly useful when devices need
to be updated by anyone in a simple way.

2. It provides an optional routing from Sedona IP connections to a PC’s USB port. This
allows programming devices with no IP port (such as Ontrol’s wall-mounted touch-
screen controllers) through a serial USB connection.

6.1 DOWNLOAD & INSTALL

Ontrol Sedona Tools can be downloaded from the Cired Sacons Tosis v1.0 S
Ontrol website, specifically from the page s M-
www.ontrol.com/sedonadownload. It is - - 8 Dot pert »
downloaded as a single zip file. Sekect Tool

Extract the contents to any location on your O ey

computer (recommended location is under your
Sedona Home folder, for example:
C:\Niagara\sedona\OntrolSedonaTools). Then
simply run the OntrolSedonaTools.exe file.

6.2 DEVICE CONNECTION

6.2.1 IP Devices

Simply enter the device IP and port before using any of the tools. The Default Port checkbox
automatically assigns the standard Sedona UDP port of 1876.

If you are running a simulated device on the same PC, you can enter “localhost” or “127.0.0.1”.

6.2.2 Serial Devices

Some Ontrol devices are programmed through a direct USB connection instead of IP (notably
Ontrol touch-screen controllers). When working with such devices, toggle the Serial Route
switch to the on position and leave the software running in the background.

When switched on, this function will scan the USB ports for a compatible device and start
routing between the device and the selected UDP port. On a successful connection, the Host/IP
box will show device name and serial port (e.g. “ORION on COM9”) and a message will also be
displayed in the console area (e.g. “Serial route open: COM9 <->UDP 1876”). When a
connection is not detected, the utility will keep trying every 5 seconds, so there is ho need to
toggle the switch off/on or restart the program.

In this state, any other Sedona tool, for example Niagara Workbench, can connect to the
Sedona device as if it were an IP device through this utility.

ANO043 - RevB Sedona Programming in Niagara 4 Page 13/16


http://www.ontrol.com/sedonadownload

Sedona Programming in Niagara 4 ﬁ ontrol -

6.3 TooLs PANE

The tools pane lists a number of available tools. Currently, there are two options: Backup and
Restore. These are explained in this chapter.

The Tools Pane can be hidden with an option in the Config menu.

6.3.1 Restore Tool

The Restore function can be used to load an app to a device from a backup file. The workflow is
as follows:

1. Select Restore and click GO. . Ontrol Sedona Tools v1.0

2. Enter credentials (user name and Config Help
password) of an admin account Device Connection Serial Route
on the device. This is prompted Host/IP: |ORION on COM10 Port: | 1876 8 Default port (}
only once per session or when the Restore
credentials are not valid for the Backup zip: | (i
device.

3. When credentials are entered, the
utility will attempt a connection
and if successful, display
information about the present
app on the device.

4. Select abackup file by using the
Browse button.

5. Click the Start button. 2, receiveMax=g, receiveTims

6. Checkthe displayed platform ID
and make sure the backup you
are about to transfer is
compatible with the device. See
warning below. Click YES to start the transfer.

- Back Start

Idle

WARNING
This utility does not check compatibility between the backup file and the device.
Transferring an incompatible app can render the device inoperable!

ANO043 - RevB Sedona Programming in Niagara 4 Page14/16
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6.3.2 Backup Tool

The backup function can be used to make a backup of the app running on a device. The
workflow is as follows:

1. Select Backup and click GO % Ontrol Sedona Tools 1.0

2. Enter credentials (user name and Config Help
password) of an admin account R S
on the device. This is prompted Host/IP: |ORION on COM10 Port: | 1578 B Default port a
only once per session or when the R
credentials are not valid for the Folder: = o
device.

File name: ||

3. When credentials are entered, the
utility will attempt a connection
and if successful, display
information about the present
app on the device.

4. Selectafolder and file name for

- Back Start

Idle

the backup file. 6 as 'admin'...

5. Click the Start button to start the 12 receiveMaxed. receiveTime
transfer.

IMPORTANT NOTE

This utility backs up only the following files:

- Application binary (app.sab)
- Kit code (kits.scode)
- Manifests (m/m.zip)

Any other files on the device are *not* backed up because the utility has no way of being aware
of them. This means that the utility will not produce a full backup for Ontrol’s touch-screen
controllers that contain additional image and font files. For these devices, use the Niagara
Workbench to make a comprehensive backup.

6.3.3 Backup file structure

The backup zip file needs to contain a “device” subfolder containing a

fonts
minimum of 2 files: app.sab (application binary) and kits.scode (kit code). : e
These two files are transferred to the device and staged to become images
functional on device restart. |

B system

In a restore operation, any additional folders under the “device” folder are B app.sab
also transferred to the device with no modification. These could be:

B kits.scode

- m/m.zip file containing manifests for the kits used in the app being
restored.

- Sub-folders named “images” and “fonts”: These would be present for Ontrol’s touch-
screen controllers and contain image and font files the app needs.

- Other sub-folders may be present depending on device type or app.
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6.4 ADDING AUSB DEVICE TO YOUR STATION

An Ontrol touch-screen controller (e.g. ORION) connected via USB may need to be manually
added to the SedonaNetwork

- Double-click on SedonaNetwork to open the Ontrol Sedonanet Device Manager View
- Clickthe New button

- Use “localhost” for the IP address

- Remember to enter credentials (user/password)

45 New X
Name Type Status Enabled IpAddress Port UsernameAndPassword R
; ORION SedonaDevice {ok} true localhost 1876 [admin/...]

[ Name ORION

[l Type Sedona Device

'. Status {ok}

[ Enabled @ tue

- Ip Address localhost 'A"E
[l Port 1876 [-1-65536]

— Username admin
|l Usemame And Password
Password ssccsseee

0K Cancel
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